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WET-CON SERIES



P R O D U C T  NN E W S

WET-CCON SERIES CCONNECTOR EENHANCEM E N TS

D E S I G N  F E A T U R E S

I N T R O D U C T I O N

T E S T I N G

W E T - C O N  S E R I E S

As part of our continuous improvement process the SEA CON® Group consistently reviews it's product ranges

through both customer feedback and internal improvements.  It is via these processes that SEA CON® iden-

tified a design enhancement to the WET-CON connector ranges.

The design change is associated with the Male Pin connectors only and has been introduced to improve and

extend the life of the connectors by decreasing the stresses that are applied to the sealing interface between

the male contact pin and the sealing rubber around the pin during the connectors mate and de-mate cycles. 

The newly designed male contact has a "Lead in" as part of the contact pin itself which replaces the current

rubber lead in.  The introduction of the new pin removes any potential wear to the sealing interface between

the male contact pin and the sealing rubber around the pin which may occur with many repeated make and

breaks of the connector pairs.  The new pin will maintain the full connector sealing properties and will pro-

vide a greater life expectancy of the connectors.

The incorporation of this design change to the Male Pin connectors will not affect the existing Female Socket

connectors currently being used by SEA CON®'s customers and therefore full intermateability will be main-

tained.  In addition, SEA CON® would also like to confirm that pricing will also not be affected.

This new pin design concept has been fully tested and has been utilized in both the U-MATE and SEA-MATE

connector ranges for a number of years.
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U N D E R W A T E R  E L E C T R I C A L  W E T - M A T E  C O N N E C T O R S

I N T R O D U C T I O N

A V A I L A B I L I T Y

A P P L I C A T I O N S

W E T - C O N  S E R I E S

SEA CON®'s WET-CON connector series was developed to provide inexpensive yet reliable rubber molded

connectors that allow the user to make and break connections both on the surface and underwater.

Manufactured using only high quality materials, the WET-CON bulkhead connector's metal shell is produced

using DGS 1043 (UK spec) or CA630 per QQ-C-465 as standard, although other materials are available upon

request including PEEK (Polyethereketone) which offers superior chemical resistance, excellent electrical

properties, wear and abrasion resistance and is light weight. Contacts are gold plated to ASTM B488 provid-

ing superior corrosion resistance and stainless steel guide pins ensure "no miss" mating.

This connector range is available in a number of configurations ranging from 1 to 16 contacts rated upto 19

amps maximum current (dependent on cable) and a mated pressure rating of upto 20,000 psi.  

The WET-CON series is also available with a metal shell body, individual single tail, extended metal shoulder

and a water-blocked version which is suitable where there will be reverse pressure applied to the connector

i.e. subsea electronics pods or ROV systems.  For further information please contact SEA CON®.

The WET-CON series is suitable for a variety of applications including underwater television and lights, diver

communications, ROV systems, recreational submersibles, towed-array cable systems, current meters, ani-

mal migration and research and food processing equipment.

NOTE:

WET-CON connectors are intended to mate with WET-CON connectors only.  Although the WET-CON and ALL-

WET connectors look similar, the numbering pattern and color codes are not the same.

We recommend, as general practice, to verify color code and pin location before installation.

S P E C I A L  A S S E M B L I E S

SEA CON® maintains all facilities necessary to furnish complete underwater and environmental electrical con-

nector/cable systems, including Research and Development, Engineering, Manufacturing, Quality Control

and Pressure Testing.

As well as supplying our standard ‘off-the-shelf’ items, we have the capability to design and manufacture

SPECIAL CCUSTOMIZED CCONNECTORS AAND CCABLE AASSEMBLIES to suit your individual needs.

SEA CON® also prides itself with the ability to perform stringent quality conformance testing procedures

which are in accordance with the Mil-spec programs.
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W E T - C O N I N - L I N E  C O N N E C T O R S

W E T - C O N L O C K I N G  S L E E V E S

W E T - C O N  D U M M Y  C O N N E C T O R S

EXAMPLE:

EXAMPLE:

EXAMPLE:

Dummy connectors are available parts in the WET-CON Series.

Locking Sleeves are available for WET-CON connectors as an option.

W E T - C O N  S E R I E S  P A R T  N U M B E R  S Y S T E M

MP - MMale PPlug

FS - FFemale SSocket

Number oof CContacts

WET-CCON Bulkhead CConnector

W E T - C O N B U L K H E A D  C O N N E C T O R S

EXAMPLE:

B H  -  44  -  MM P

FS - FFemale SSocket

MP - MMale PPlug

Number oof CContacts

WET-CCON In-LLine CConnector

I L  -  44  -  FF S

M - MMale

F - FFemale

Size ((A,B,C)

WET-CCON Delrin® Locking SSleeve
(DuPont TTrademark ffor AAcetal RResin)

D L S A  -  MM

FS - FFemale SSocket

MP - MMale PPlug

Number oof CContacts

WET-CCON Dummy CConnector

D C  -  44  -  FF S

Size A fits 2, 3 and 4 contact patterns.

Size B fits 6, 8 and 10 contact patterns.

Size C fits 12 and 16 contact patterns.

NOTES:
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G E N E R A L  I N F O R M A T I O N

A M P A C I T Y  C H A R T  F O R  S T A N D A R D  P A R T S

Locking sleeves are not standard and must be ordered separately. Available in Delrin® (DuPont trademark for Acetal Resin).

Bulkhead nut/washer is not standard and must be ordered separately. Available in Brass or 316 Stainless Steel.

In-line cable and hook up wire is 18 inch standard length. Longer length to be specified when ordering.

In-line cable is available in #14 or #16 AWG SO. Cable other than SO will be terminated and over-molded to a bulkhead 

connector.

NOTES:

W E T - C O N  S E R I E S

BULKHEAD BBODY:

STANDARD:

OPTIONAL:

DGS 1043 or CA630 per QQ-C-465

316 Stainless Steel (no cost option)

6061-T6 Aluminum, Hard Anodized

CONNECTOR BBODY:

STANDARD:

OPTIONAL:

Neoprene per B/A X5727

Hypalon per B/A X6830 or PEEK (Polyethereketone)

CONTACTS Copper Alloy Gold Plated per ASTM B488

GUIDE PPINS 304 Stainless Steel

O-RRINGS Nitrile (formerly known as Buna N)

IN-LLINE CCABLE

#18 AWG SO Cable as standard

#14 or #16 AWG SO Cable available dependent on  

connector size

BULKHEAD PPIGTAILS
Teflon® type E hook-up wire, 18 inches

(Registered trademark for DuPont)

COMPONENT MATERIAL CATEGORY VALUE

OPEN FFACE PPRESSURE

BULKHEAD
Upto 1,000 psi (2,300 ft)

MATED PPRESSURE

BULKHEAD
Upto 10,000 psi (23,000 ft)

MATED PPRESSURE

IN-LLINES
Upto 20,000 psi (46,000 ft)

VOLTAGE 600 VDC

CURRENT Upto 19 amps per contact

CONTACT RRESISTANCE <0.01 ohms

INSULATION RRESISTANCE >500 megohms after wet mating

MATING CCYCLES >500 wet matings

Higher ampacities are available

IL-BH-2 7 amps

IL-BH-3 7 amps

IL-BH-4 5.6 amps

IL-BH-6 5.6 amps

PART DDESCRIPTION

NUMBER OOF CCONTACTS
AMPACITY

PART DDESCRIPTION

NUMBER OOF CCONTACTS
AMPACITY

IL-BH-8 4.9 amps

IL-BH-10 3.5 amps

IL-BH-12 3.5 amps

IL-BH-16 3.5 amps

AMPACITY CCHART FFOR SSTANDARD PPARTS ((18 AAWG SSO CCABLE)

S T A N D A R D  W I R I N G  C O L O R  C O D E

1 BLACK

2 WHITE

3 RED

4 GREEN

5 ORANGE

6 BLUE

7 WHITE/BLACK

8 RED/BLACK

9 GREEN/BLACK

10 ORANGE/BLACK

11 BLUE/BLACK

12 BLACK/WHITE

13 RED/WHITE

14 GREEN/WHITE

15 BLUE/WHITE

16 BLACK/RED

CONTACT ## COLOR CONTACT ## COLOR

STANDARD IIN-LLINE CCOLOR CCODE ((SO CCABLE)

CAUTION:

WET-CON connectors are intended to mate with WET-CON connectors only. Although the WET-CON and ALL-WET connectors look simi-

lar, the numbering pattern and color codes are not the same. We recommend, as general practice, to verify color code and pin loca-

tion before installation.
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WET-CCON SERIES
LPBH-MMP

WET-CON Low Profile Bulkhead Connector Male Plug

Mates with LPBH-FS & LPIL-FS

WET-CCON SERIES
LPBH-FFS

WET-CON Low Profile Bulkhead Connector Female Socket

Mates with LPBH-MP & LPIL-MP

1

7

6

2

3

7/16-20 UNF 2A

1

2

3

4

(Ø 0.87)

MOUNTING

SURFACE

(0.98)

8

(1.00)

A A

(1.24)

(0.66)

4

5

(1.24)
A A

(0.66)

(1.00)

(0.56)

(Ø 0.87)

MOUNTING

SURFACE

(0.98)

VIEW A-A

NOTES:

1 - LPBH-BC SHELL: Glass Reinforced Epoxy and Copper Contacts, Gold Plated.

2 - O-RING: 2-014 Nitrile (formerly known as Buna N).

3 - LPBH-3/4-MP: Neoprene Molding per B/A X-5727.

4 - ALL-WET PIN: Copper Alloy and Gold Plated per MIL-G-45204.

5 - #18 AWG TEFLON®* WIRE: 12 inches long.

6 - FAWL-BC WASHER (OPTIONAL): Brass.

7 - FAW-BC HEX NUT (OPTIONAL): Brass.

MOUNTING TORQUE: 40 inch lbs.

PRESSURE RATING: 20,000 psi mated.

NOTES:

1 - LPBH-BC SHELL: Glass Reinforced Epoxy and Copper Contacts, Gold Plated.

2 - POTTING: White Epoxy per B/A 6373.

3 - O-RING: 2-014 Nitrile (formerly known as Buna N).

4 - MOLDED BODY: Neoprene Molding per B/A X-5727.

5 - ALL-WET SOCKET: Copper Alloy 360 per QQ-B-626 or 61A;

Gold Plate per MIL-G-45204, Type II,

Grade C, Class I, with Flash Nickel Undercoat.

6 - #18 AWG TEFLON®*: 12 inches long.

MOUNTING TORQUE: 40 inch lbs.

PRESSURE RATING: 20,000 psi mated.

* Registered trademark for DuPont.

D I M E N S I O N  D E T A I L S
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WET-CCON SERIES
LPIL-FFS

WET-CON Low Profile In-Line Connector Female Socket

Mates with LPBH-MP & LPIL-MP

WET-CCON SERIES
LPIL-MMP

WET-CON Low Profile In-Line Connector Male Plug

Mates with LPBH-FS & LPIL-FS

D I M E N S I O N  D E T A I L S

1 2 3

WIRE CODING*

WIRE CODING*

(2 FT)

* WWIRE CCODING

(1.66)

(0.98)

(0.56)

1 2

(0.56)

(0.99)

3

(2 FT)(1.65)

NOTES:

1 - ALL-WET PIN: Copper Alloy 360 & Gold Plated per ASTM-B488-95.

2 - RUBBER MOLD: Neoprene Mold per B/A X-5727.

3 - CABLE: 16/3 SOW or 16/4 SOW.

PRESSURE RATING: 20,000 psi mated.

NOTES:

1 - ALL-WET PIN: Copper Alloy 360 per MSBA-019.

2 - RUBBER MOLD: Neoprene per MSNBA-027.

3 - CABLE: 16/3 SOW or 16/4 SOW.

PRESSURE RATING: 20,000 psi mated.

1 BLACK

2 WHITE

3 RED

4 GREEN

CONTACT NNUMBER COLOR
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SIZE

2

1

3

4

6

8

10

WET-CCON SERIES BBULKHEAD/IN-LLINE CCONTACT CCONFIGURATIONS AAVAILABLE ((FEMALE FACE VVIEW OONLY)*

FS

FS

FS

FS

FS

FSX

FSX

C O N T A C T  C O N F I G U R A T I O N S
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SIZE

12

16

WET-CCON SERIES BBULKHEAD/IN-LLINE CCONTACT CCONFIGURATIONS AAVAILABLE  ((FEMALE FACE VVIEW OONLY)*

FSX

FSX

C O N T A C T  C O N F I G U R A T I O N S
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U N D E R W A T E R  EE L E C T R I C A L  AA N D  FF I B E R  OO P T I C  CC O N N E C T O R S

S E A C O N
®

Micro WET-CON SERIES



D E S I G N  F E A T U R E S

I N T R O D U C T I O N

T E S T I N G

M i c r o  W E T - C O N  S E R I E S  P R O D U C T  N E W S

As part of our continuous improvement process the SEA CON® Group consistently reviews it's product ranges

through both customer feedback and internal improvements.  It is via these processes that SEA CON® iden-

tified a design enhancement to the Micro WET-CON connector ranges.  This new design improvement has now

been implemented not only across this connector range, but also the new Micro WET-CON Split Series.

The design change is associated with the Male Pin connectors only and has been introduced to improve and

extend the life of the connectors by decreasing the stresses that are applied to the sealing interface between

the male contact pin and the sealing rubber around the pin during the connectors mate and de-mate cycles. 

The newly designed male contact has a "Lead in" as part of the contact pin itself which replaces the current

rubber lead in.  The introduction of the new pin removes any potential wear to the sealing interface between

the male contact pin and the sealing rubber around the pin which may occur with many repeated make and

breaks of the connector pairs.  The new pin will maintain the full connector sealing properties and will pro-

vide a greater life expectancy of the connectors.

The incorporation of this design change to the Male Pin connectors will not affect the existing Female Socket

connectors currently being used by SEA CON®'s customers and therefore full intermateability will be main-

tained.  In addition, SEA CON® would also like to confirm that pricing will also not be affected.

This new pin design concept has been fully tested and has been utilized in both the U-MATE and SEA-MATE

connector ranges for a number of years.
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Micro WWET-CCON and Micro WWET-CCON SPLIT SSERIES

CONNECTOR EENHANCEM E N TS



The Micro WET-CON connector series was developed to provide all the features of SEA CON®’s ALL-WET con-

nector series, but in a miniature, industry standard configuration. The small size offers the same flexibility and

reliability as our rubber molded connectors, in a light-weight and user friendly model.

The Micro WET-CON series allows for smaller through ports in a pressure vessel and a greater density of con-

ductors in a compact area. The smaller cables decrease the overall weight and drag of an ROV or other ves-

sel. This connector range is wet-mateable and therefore enables connections to be made underwater, on-

deck or in any weather condition.

The Micro WET-CON series is a stocked item, which ensures quick delivery (in reasonable quantities) of stan-

dard configurations. Custom cable lengths are available upon request. Shorting plugs are available should

you require the ability of looping together 'like' circuits for testing purposes within the dummy.  Pin to pin

shorting details need to be supplied at time of order placement.

The Micro WET-CON is made from a proprietary grade Neoprene. The standard locking sleeves are Delrin®

(DuPont trademark for Acetal Resin), which is lightweight, durable and user-friendly in the working environ-

ment (Brass and Stainless Steel are also available upon request).

Possible applications include: underwater television and lights, diver communications, ROV systems, sub-

mersibles, towed-array cable systems, current meters, animal migration research and food processing equip-

ment.

The Micro WET-CON range has undergone complete Qualification testing including low pressure soak tests,

full mate/de-mate and high pressure cycling to 10,000 psi.

SEA CON® maintains all facilities necessary to furnish complete underwater and environmental electrical con-

nector/cable systems, including Research and Development, Engineering, Manufacturing, Quality Control

and Pressure Testing.

As well as supplying our standard ‘off-the-shelf’ items, we have the capability to design and manufacture

SPECIAL CCUSTOMIZED CCONNECTORS AAND CCABLE AASSEMBLIES to suit your individual needs.

SEA CON® also prides itself with the ability to perform stringent quality conformance testing procedures

which are in accordance with the Mil-spec programs.

M i c r o  W E T - C O N S E R I E S

I N T R O D U C T I O N

U N D E R W A T E R  E L E C T R I C A L  W E T - M A T E  C O N N E C T O R S

A V A I L A B I L I T Y

M A T E R I A L S

A P P L I C A T I O N S

T E S T I N G

S P E C I A L  A S S E M B L I E S
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G E N E R A L  I N F O R M A T I O N

MOLDED BBODY Neoprene 

BULKHEAD BBODY Brass (CA #360)

CONTACTS Brass-gold plated (CA #360)

GUIDE PPINS Stainless Steel (303 SS or 304 SS)

BULKHEAD NN && WW Brass (CA #360)

O-RRING Nitrile (formerly known as Buna N)

LOCKING SSLEEVE Delrin® (DuPont trademark for Acetal Resin)

IN-LLINE CCABLE

(2, 33 aand 44 ppin)

(5, 66, 88, 110, 112 aand 116 ppin)

Standard LLength

Neoprene, #18 AWG (SO Cable)

Neoprene, #20 AWG

24 inches (60cm)

HOOK-UUP WWIRE ((BC)

Teflon®, #20 AWG 

(Registered trademark for DuPont)

Standard length 13 inches (33cm)

COMPONENT MATERIAL CATEGORY VALUE

OPEN FFACE PPRESSURE

10,000 psi (700 bar) optional and needs to be 

specified

Dummy cap recommended above 100 psi

MATED PPRESSURE 10,000 psi (700 bar)

VOLTAGE RRATING
2, 3 & 4 pin 600 VDC

5, 6, 8, 10, 12 & 16 pin 300 VDC

CURRENT RRATING Upto 19 amps per contact

INSULATION RRESISTANCE >200 megohms @ 300 VDC

CONTACT RRESISTANCE <0.01 ohms

AIR MMATE >1,000 cycles

UNDERWATER MMATE >500

OPERATING TTEMPERATURE 25° to 140°F (-4° to 60°C)

MOUNTING TTORQUE
50 in-lb

In dry stainless 1/2” long Female threads

Contact SEA CON® for special order materials.

Incorporation of special order cables will be determined on a case by case basis.

Connectors are designed for installation on one atmosphere vessels. Contact SEA CON® for recommendations if using compensated

vessels.

M i c r o  W E T - C O N S E R I E S

Stainless SSteel - BBulkheads OOnly

(Standard iis BBrass)

M - MMale PPlug

F - FFemale SSocket

Number oof CContacts

IL - IIn-LLine

BH - BBulkhead

DC - DDummy CConnector

Micro WET-CCON Series

M C  -  II L  -  44  -  MM  -  SS / S

EXAMPLE:

1 BLACK

2 WHITE

3 RED

4 GREEN

5 ORANGE

6 BLUE

7 WHITE/BLACK

8 RED/BLACK

9 GREEN/BLACK

10 ORANGE/BLACK

11 BLUE/BLACK

12 BLACK/WHITE

13 RED/WHITE

14 GREEN/WHITE

15 BLUE/WHITE

16 BLACK/RED

CONTACT ## COLOR CONTACT ## COLOR

P A R T  N U M B E R  S Y S T E M

A M P A C I T Y  C H A R T  F O R  S T A N D A R D  P A R T S

MCBH/IL-2 10 amps

MCBH/IL-3 6 amps

MCBH/IL-4 6 amps

MCBH/IL-5 3 amps

MCBH/IL-6 3 amps

PART DDESCRIPTION

NUMBER OOF CCONTACTS
AMPACITY

PART DDESCRIPTION

NUMBER OOF CCONTACTS
AMPACITY

MCBH/IL-8 3 amps

MCBH/IL-10 2.5 amps

MCBH/IL-12 2.5 amps

MCBH/IL-16 2 amps

I N - L I N E  C O L O R  C O D E

*

**
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Micro WWET-CCON SERIES
MCBH-MM

Micro WET-CON Bulkhead Connector

(2 to 8 contacts)

Mates with MCIL-F

Dummy Connector: MCDC-F

Micro WWET-CCON SERIES
MCBH-FF

Micro WET-CON Bulkhead Connector

(2 to 8 contacts)

Mates with MCIL-M

Dummy Connector: MCDC-M

Micro WWET-CCON SERIES
HEX NNUT AAND WWASHER

Micro WET-CON Bulkhead Connector

(2 to 8 contacts)

D I M E N S I O N  D E T A I L S

(1.10)

(0.61)

(0.30) (0.75)

(0.75)

(0.61)

(0.85)

7/16-20 UNF-2A

7/16-20 UNF-2A

(0.30)

(0.75)

Bulkhead Locking Sleeve: Optional.

Nut and washer: Optional.

O-Ring: 2-014.

Dummy Connector: Optional.

Dummy Shorting Plug Connector: Optional.

Connectors must be lubricated prior to mating.

Torque values referenced in this literature assume installation into dry metal threads. For other applications, please contact SEA CON®

for recommendations.

Connectors are designed for installation on one atmosphere vessels. Contact SEA CON® for recommendations if using compensated

vessels.

(0.75 FLATS)

(0.25) (0.05)

(Ø 0.75)

NOTES:
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Micro WWET-CCON SERIES
MCBH-FF

Micro WET-CON Bulkhead Connector

(10 to 16 contacts)

Mates with MCIL-M

Dummy Connector: MCDC-M

(Ø 0.98)

(Ø 0.89)

1/2-20 UNF-2A

HEX FLATS 13/16

(1.24)

(0.75)

(0.30)

Micro WWET-CCON SERIES
MCBH-MM

Micro WET-CON Bulkhead Connector

(10 to 16 contacts)

Mates with MCIL-F

Dummy Connector: MCDC-F

(Ø 0.89)

(Ø 0.98)

(1.61)

(0.75)

(0.30)

1/2-20 UNF-2A

HEX FLATS 13/16

D I M E N S I O N  D E T A I L S

(0.87 FLATS)

(0.31) (0.06)

(Ø 0.87)

Bulkhead Locking Sleeve: Optional.

Nut and washer: Optional.

O-Ring: 2-015.

Dummy Connector: Optional.

Dummy Shorting Plug Connector: Optional.

Connectors must be lubricated prior to mating.

Torque values referenced in this literature assume installation into dry metal threads. For other applications, please contact SEA CON®

for recommendations.

Connectors are designed for installation on one atmosphere vessels. Contact SEA CON® for recommendations if using compensated

vessels.

NOTES:

Micro WWET-CCON SERIES
HEX NNUT AAND WWASHER

Micro WET-CON Bulkhead Connector

(10 to 16 contacts)
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A MCBH DOUBLE O-RING SHELL

B NEOPRENE MOLDING

C O-RING 2-012

D O-RING 06-10525-1

E* WASHER

F BULKHEAD LEADS

G HEX NUT 7/16 - 20

PART NNUMBER PART DDESCRIPTION

A

(Ø 0.61)

(0.86)(0.75)
(0.25)

(0.75)

(0.32)

BD

CEG

7/16-20 UNF-2A

F

E G

(0.25)

(0.75)(1.10)

(Ø 0.61)

(0.32)

7/16-20 UNF-2A

F

C

D

A

B

Micro WWET-CCON SERIES
MCBH-MM-DDO ((DOUBLE OO-RRING)

Micro WET-CON Bulkhead Series with Double O-Ring

(2 to 8 contacts)

Micro WWET-CCON SERIES
MCBH-FF-DDO ((DOUBLE OO-RRING)

Micro WET-CON Bulkhead Series with Double O-Ring

(2 to 8 contacts)

D I M E N S I O N  D E T A I L S

Bulkhead Locking Sleeve: Optional.

Nut and washer: Optional.

Dummy Connector: Optional.

Dummy Shorting Plug Connector: Optional. (Shorting plugs are available should you require the ability of looping together 'like' cir-

cuits for testing purposes within the dummy.  Pin to pin shorting details need to be supplied at time of order placement).

Connectors must be lubricated prior to mating.

Torque values referenced in this literature assume installation into dry metal threads. For other applications, please contact SEA CON®

for recommendations.

Connectors are designed for installation on one atmosphere vessels. Contact SEA CON® for recommendations if using compensated

vessels.

NOTES:
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d

c b

d

aNLOJOM=rkcJO^ ` _^

EMKTNF

ENKORFENKMMF

a

`^_

jáÅêç==tbqJ`̀lk pbofbp
j`_eJjjJaal==Ealr_ib==lJoofkdF

jáÅêç tbqJ`lk _ìäâÜÉ~Ç=pÉêáÉë=ïáíÜ=açìÄäÉ=lJoáåÖ
ENM=íç=NS=Åçåí~ÅíëF

jáÅêç==tbqJ`̀lk pbofbp
j`_eJccJaal==Ealr_ib==lJoofkdF

jáÅêç tbqJ`lk _ìäâÜÉ~Ç=pÉêáÉë=ïáíÜ=açìÄäÉ=lJoáåÖ
ENM=íç=NS Åçåí~ÅíëF

a f j b k p f l k = a b q ^ f i p

_ìäâÜÉ~Ç=içÅâáåÖ=päÉÉîÉW=léíáçå~äK
kìí=~åÇ=ï~ëÜÉêW=léíáçå~äK
aìããó=`çååÉÅíçêW=léíáçå~äK
aìããó=pÜçêíáåÖ=mäìÖ=`çååÉÅíçêW=léíáçå~äK
`çååÉÅíçêë=ãìëí=ÄÉ=äìÄêáÅ~íÉÇ=éêáçê=íç=ã~íáåÖK
qçêèìÉ=î~äìÉë=êÉÑÉêÉåÅÉÇ=áå=íÜáë=äáíÉê~íìêÉ=~ëëìãÉ=áåëí~ää~íáçå=áåíç=Çêó=ãÉí~ä=íÜêÉ~ÇëK=cçê=çíÜÉê=~ééäáÅ~íáçåëI=éäÉ~ëÉ=Åçåí~Åí=pb^=`lk®

Ñçê=êÉÅçããÉåÇ~íáçåëK
`çååÉÅíçêë=~êÉ=ÇÉëáÖåÉÇ=Ñçê=áåëí~ää~íáçå=çå=çåÉ=~íãçëéÜÉêÉ=îÉëëÉäëK=`çåí~Åí=pb^=`lk® Ñçê=êÉÅçããÉåÇ~íáçåë=áÑ=ìëáåÖ=ÅçãéÉåë~íÉÇ
îÉëëÉäëK

klqbpW

J==jt`==T==JïïïKëÉ~ÅçåJìë~KÅçã p b ^ ` l k
®

obs=ff



Micro WWET-CCON SERIES
MCIL-FF

Micro WET-CON In-Line Connector

(2 to 8 contacts)

Mates with MCIL-M & MCBH-M

Dummy Connector: MCDC-M

D I M E N S I O N  D E T A I L S

(0.98)

(Ø 0.62)

Micro WWET-CCON SERIES
MCIL-MM

Micro WET-CON In-Line Connector

(2 to 8 contacts)

Mates with MCIL-F & MCBH-F

Dummy Connector: MCDC-F

(0.75)

(Ø 0.62)

Locking Sleeve: Optional (see page MWC 12).

Dummy Connector: Optional. 

Dummy Shorting Plug Connector: Optional. (Shorting plugs are available should you require the ability of looping together 'like' cir-

cuits for testing purposes within the dummy.  Pin to pin shorting details need to be supplied at time of order placement).

Connectors must be lubricated prior to mating.

NOTES:
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Micro WWET-CCON SERIES
MCIL-MM

Micro WET-CON In-Line Connector

(10 to 16 contacts)

Mates with MCIL-F & MCBH-F

Dummy Connector: MCDC-F

(0.71)

(1.10)

(0.75)

(0.71)

(Ø 0.98)

(Ø 0.98)

*

* NOTE:

Incorporation of

special order cables

will be determined

on a case-by-case

basis.

Micro WWET-CCON SERIES
MCIL-FF

Micro WET-CON In-Line Connector

(10 to 16 contacts)

Mates with MCIL-M & MCBH-M

Dummy Connector: MCDC-M

D I M E N S I O N  D E T A I L S

Locking Sleeve: Optional (see page MWC 12).

Dummy Connector: Optional.

Dummy Shorting Plug Connector: Optional.

Connectors must be lubricated prior to mating.

NOTES:
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Micro WWET-CCON SERIES
MCDC-MM

Micro WET-CON Dummy Connector

(2 to 8 contacts)

Mates with MCIL-F & MCBH-M

(4.45)

(0.75)

(1.00)

(4.70)

(0.23)

(Ø 0.50)

(Ø 0.62)

(Ø 0.62)

(Ø 0.50)

(0.23)

Micro WWET-CCON SERIES
MCDC-FF

Micro WET-CON Dummy Connector

(2 to 8 contacts)

Mates with MCIL-M & MCBH-M

D I M E N S I O N  D E T A I L S

Locking Sleeve: Optional (see page MWC 12).

Dummy Shorting Plug Connector: Optional. (Shorting plugs are available should you require the ability of looping together 'like' circuits

for testing purposes within the dummy.  Pin to pin shorting details need to be supplied at time of order placement).

Connectors must be lubricated prior to mating.

NOTES:
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(Ø 0.98)

(Ø 0.80)

(0.22)

(4.95)

(0.71)

(0.75)

Micro WWET-CCON SERIES
MCDC-MM

Micro WET-CON Dummy Connector

(10 to 16 contacts)

Mates with MCIL-F & MCBH-F

Micro WWET-CCON SERIES
MCDC-FF

Micro WET-CON Dummy Connector

(10 to 16 contacts)

Mates with MCIL-M & MCBH-M

(Ø 0.98)

(Ø 0.80)

(1.10)

(5.30)

(0.22)

(0.71)

D I M E N S I O N  D E T A I L S

Locking Sleeve: Optional (see page MWC 12).

Dummy Shorting Plug Connector: Optional.

Connectors must be lubricated prior to mating.

NOTES:
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Micro WWET-CCON SERIES
DLSA-110/12/16-FF

Micro WET-CON Locking Sleeve

(10 to 16 contacts)

Micro WWET-CCON SERIES
DLSA-110/12/16-MM

Micro WET-CON Locking Sleeve

(10 to 16 contacts)

(Ø 1.30)

(1.29)

(1.45)

O P T I O N A L  P A R T S

Micro WWET-CCON SERIES
MCDLS-FF

Micro WET-CON Locking Sleeve

(2 to 8 contacts)

Micro WWET-CCON SERIES
MCDLS-MM

Micro WET-CON Locking Sleeve

(2 to 8 contacts)

(1.63)

(0.88) (0.88)

Locking Sleeves: Delrin® (DuPont trademark for Acetal Resin).

NOTES:
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* NNOTE:

Would only be required

for 10 to 16 contacts.

*



SIZE

2-88

10-116

Micro WWET-CCON SERIES BBULKHEAD/IN-LLINE CCONTACT CCONFIGURATIONS AAVAILABLE ((MALE FFACE VVIEW)

C O N T A C T  C O N F I G U R A T I O N S

MCBH/MCIL-2 MCBH/MCIL-3

MCBH/MCIL-10 MCBH/MCIL-12

MCBH/MCIL-4 MCBH/MCIL-5 MCBH/MCIL-6 MCBH/MCIL-8

MCBH/MCIL-16
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* For female face view contact configurations available please contact SEA CON®.



®

U N D E R W A T E R  EE L E C T R I C A L  AA N D  FF I B E R  OO P T I C  CC O N N E C T O R S

S E A C O N
®

Micro WET-CON 

SPLIT SERIES

®

U N D E R W A T E R  EE L E C T R I C A L  AA N D  FF I B E R  OO P T I C  CC O N N E C T O R S

S E A C O N
®



SEA CON® has now added a range of split connectors to it's popular Micro WET-CON wet-mate series.  This

series of connectors was originally developed to provide all the features of the ALL-WET connector range, but

in a miniature industry standard configuration.  The introduction of the new split connectors to the Micro WET-

CON range will prevent costly 'Y' assemblies and will allow ease of replacement of break-outs by the cus-

tomer.  This smaller connector series offers the same flexibility and reliability as SEA CON®'s standard rub-

ber molded connectors, in a lightweight and user-friendly model.

The Micro WET-CON split series is currently available in six different configurations ranging from 6 to 16 con-

tacts rated upto 600 VDC (dependent on cable) with a mated pressure rating of 10,000 psi.

Applications include underwater television and lights, diver communications, ROV systems, submersibles,

towed-array cable systems, current meters, animal migration research and food processing equipment.

The Micro WET-CON Split range has undergone complete Qualification testing including low pressure soak

tests, full mate/de-mate and high pressure cycling to 10,000 psi.

SEA CON® maintains all facilities necessary to furnish complete underwater and environmental electrical con-

nector/cable systems, including Research and Development, Engineering, Manufacturing, Quality Control

and Pressure Testing.

As well as supplying our standard ‘off-the-shelf’ items, we have the capability to design and manufacture

SPECIAL CCUSTOMIZED CCONNECTORS AAND CCABLE AASSEMBLIES to suit your individual needs.

SEA CON® also prides itself with the ability to perform stringent quality conformance testing procedures

which are in accordance with the Mil-spec programs.

M i c r o  W E T - C O N S P L I T  S E R I E S

I N T R O D U C T I O N

U N D E R W A T E R  E L E C T R I C A L  W E T - M A T E  C O N N E C T O R S

A V A I L A B I L I T Y

A P P L I C A T I O N S

T E S T I N G

S P E C I A L  A S S E M B L I E S
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M i c r o  W E T - C O N S P L I T  S E R I E S

M - MMale PPlug

F - FFemale SSocket

Total NNumber oof CContacts

Number oof CContacts pper SSector

IL - IIn-LLine

BH - BBulkhead

DC - DDummy CConnector

Micro WET-CCON Split SSeries

M C  -  II L  -  33 / 6  -  MM

EXAMPLE:

P A R T  N U M B E R  S Y S T E M

MOLDED BBODY Neoprene

BULKHEAD BBODY Brass (CA #360)

CONTACTS Brass-gold plated

BULKHEAD NN && WW Brass (CA #360)

O-RRINGS Nitrile (formerly known as Buna N)

LOCKING SSLEEVE Delrin® (DuPont trademark for Acetal Resin)

HOOK-UUP WWIRE
Teflon®, #20 AWG 

(Registered trademark for DuPont)

COMPONENT MATERIAL CATEGORY VALUE

OPEN FFACE PPRESSURE
Upto 10,000 psi (700 bar) optional and needs to be   

specified

MATED PPRESSURE Upto 10,000 psi (700 bar)

VOLTAGE Upto 600 VDC (dependent on cable)

CURRENT Upto 19 amps per contact*

INSULATION RRESISTANCE >200 megohms @ 300 VDC

CONTACT RRESISTANCE <0.01 ohms

AIR MMATE >1,000 cycles

UNDERWATER MMATE >500

OPERATING TTEMPERATURE 25° to 140°F (-4° to 60°C)

MOUNTING TTORQUE
50 in-lb

In dry stainless 1/2” long Female threads

G E N E R A L  I N F O R M A T I O N

20/5 Neoprene jacket, rubber insulated 2.8 amp (300V).

Color code: Contact 1 Black, Contact 2 White, Contact 3 Red, Contact 4 Green, Contact 5 Orange.

22/2 Neoprene jacket, Teflon® insulated 1.5 amp (600V).** 

All contacts white and individually identified by color or flagged ends.

22/8 Neoprene jacket, Teflon® insulated 1.0 amp (600V).**

All contacts white and individually identified by color or flagged ends.

22/TSP Neoprene jacket, TSP (Twisted Shielded Pair), Teflon® insulated 1.5 amp (600V).**

Color code: Contact 1Black, Contact 2 White, Contact 3 Shield.

I N - L I N E  C A B L E

* Maximum carrying capacity for contacts may be affected by cable selection.

Connectors are designed for installation on one atmosphere vessels. Contact SEA CON® for recommendations if using compensated

vessels.

NOTES:
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MC-5/15   

MC-2/6 & MC-2/12         

MC-8/16

MC-3/6 & MC-3/15 

** Registered trademark for DuPont.



(0.75)

O-Ring size 2-014.

NOTE:

(1.63)

(0.25)

(Ø 0.75)

(0.05)

(0.75 FLATS)

(Ø 0.88)

(0.30)

(1.10)

7/16-20 UNF-2A

(0.62) (0.75) (0.62)

(0.75)

(3.25)

(0.25)

MCDC-MM

Micro WWET-CCON SPLIT SSERIES
MCBH-FF

Micro WET-CON Split Bulkhead Connector

Micro WWET-CCON SPLIT SSERIES
MCIL-MM

Micro WET-CON Split In-Line Connector 

STD - BRASS

(Stainless Steel and others - Upon Request)

D I M E N S I O N  D E T A I L S

O P T I O N A L  P A R T S

Micro WWET-CCON SPLIT SSERIES
MCDLS-FF

Micro WET-CON Locking Sleeve

Micro WWET-CCON SPLIT SSERIES
HEX NUT AND WASHER
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NOTE:

For interface details please contact SEA CON®.



(0.75) (1.61)

O-Ring size 2-015.

NOTE:

(1.29)

(0.31)

(Ø 0.87)

(0.06)

(0.87 FLATS)

(Ø 1.30)

(0.32)

(Ø 0.89)

1/2-20 UNF -2A

HEX FLATS 13/16

(Ø 0.98) (Ø 0.98)

(0.75) (0.50)

(3.75)

(0.25)

MCDC-MM

Micro WWET-CCON SPLIT SSERIES
MCBH

Micro WET-CON Split Bulkhead Connector

Micro WWET-CCON SPLIT SSERIES
MCIL

Micro WET-CON Split In-Line Connector 

STD - BRASS

(Stainless Steel and others - Upon Request)

D I M E N S I O N  D E T A I L S

O P T I O N A L  P A R T S

Micro WWET-CCON SPLIT SSERIES
DLSA-110/12/16-FF

Micro WET-CON Locking Sleeve
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NOTE:

For interface details please contact SEA CON®.

Micro WWET-CCON SPLIT SSERIES
HEX NUT AND WASHER



Micro WWET-CCON SPLIT SSERIES CCONTACT CCONFIGURATIONS AAVAILABLE ((FEMALE FFACE VVIEW)*

C O N T A C T  C O N F I G U R A T I O N S

MCBH-3/6-FS SPLIT MCBH-2/6-FS SPLIT

MCBH-5/15-FS SPLIT MCBH-8/16-FS SPLIT

MCBH-2/12-FS SPLIT MCBH-3/15-FS SPLIT
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* For male face view contact configurations available please contact SEA CON®.




